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1. Start by wetting the Polymount 
Microfiber cloth with Polymount 
Sleeve Activator.

Materials:
- Polymount Sleeve Activating Cloth.
- Polymount Sleeve Activator.

2. Clean the sleeve by moving the cloth from one 
side to 
the other using some pressure on the cloth. Make 
sure 
that any residual from the Polymount Edge marker   
is removed (Adhesion Promoter).

Let the sleeve dry for 2-3 minutes.

3. Inspect the back of the plates for rough cuts 
or burrs.

4. Trim all the edges using the Polymount burr 
trimmer. Do not use any force and hold the 
trimmer at a 45° degrees angle.

IMPORTANT:
De-burring should be an “emergency-solution”, a 
trick.
Avoiding the BURR / Sharp edge during the plate-
cutting process is THE BEST solution.

5. Our recommendation is to clean the back
of the plates with Polymount Sleeve Activator.

As an alternative IPA (Isopropyl Alcohol) or Ethyl 
acetate can be used too.

5.1 Clean the back of the plates and wait ca. 2 
minutes to let the plates dry. 

6.1 Apply a thin layer of Polymount Edge
Marker along the leading edges. 
Let it dry for ca. 1 minute.

6. Materials: Polymount Edge Marker. 7. Start mounting the Polymount Self-Adhesive 
sleeve. After mouting please inspect the sleeve 
and make sure there is no air/ bubbles trapped 
under the plates.


